


Specifications and Options

Structure Color: brown-copper

*custom colors available by special order

*Also available in stainless steel

Canopy Colors: dark blue, light blue, rust, terra,
yellow, green, ecru, bordeaux

Construction: all steel zinked anti-rust process.
*Optional canopy tilt mechanism available

Sizes Available: The structure has a fired epoxy powder coating.
Accessories: optional rain gutters

Cartons: ships in 3 cartons

Lead Time: 3-4 days

10x13° *30-45 days on Specia [ orders *custom colors available by special order

*For Information and Colors www.cortimanifattura.it

Standard Canopy Colors

13x13’

Structure Color:

Weight:Total-3621b

Base-1051b
post/arm-1801b
Canopy-771b

Height: 10.7°
Headroom: 7.9’

a. Pole: structure and arm in steel. Pole section 4x4x0.12”. All steel anti rust process. Powder
coated. Pole rotates 360 degrees in base.

b. Mechanism: winch with EEC approved protective case and safety friction.

c. Wind Bar: locks into rib of canopy making the canopy more stable in wind.

d. Base: all steel powder coated 34x39” held in place by (16) 16x16x2” cement stones,

for a total weight of 6401bs. Base has adjustable bolts for easy leveling. (stones not included)

e. Ribs: 8 replaceable aluminum ribs measuring 0.94x1.34”

f. Canopy: 350gr/meter/sq in 100% waterproof cotton/polyester with anti-mold treatment; fade
resistant, water, oil, and dirt repellent. Canopy hangs from boom when not in use and rotates 360.
*Optional canopy tilt mechanism available

g. Vent: single vent canopy provides air passage allowing for more stability in heavier winds.






